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Buckeye Partners, L.P. and Affiliates 
Right-of-Way Use Restrictions Specification 

Revision 2 
 
 
Purpose and Scope 
 
This Right-of-Way Use Restrictions Specification (hereinafter called “Specification”) has been 
developed by Buckeye Partners, L.P. and Affiliates (hereinafter called “Buckeye”) and is intended 
for landowners, utility owners, general contractors and their sub-contractors, pipeline/utility 
contractors, real estate developers, brokers and agents, lending officers and title underwriters, 
engineers, architects, surveyors, and local / governmental elected staffs (hereinafter called 
“Crossing Party”) as a guideline for the design and construction of proposed land development. 
 
Buckeye appreciates this opportunity to work with you in the planning stages of your development 
(or construction activity), and we look forward to working with you proactively.  Buckeye’s primary 
concern when activities are taking place near our pipeline is public safety and environmental 
protection.  The intent of this Specification is to provide a clear and consistent set of requirements 
that will: (1) reduce the risk of damage to our pipeline and related facilities; (2) ensure 
unencumbered access to our right-of-way and pipeline facilities and the availability of adequate 
workspace for routine maintenance, future inspection, and/or repair work on our pipeline; and 
(3) enable the effective corrosion protection of our pipeline. 
 
All such activities and projects that are performed near Buckeye’s pipeline facilities are subject to 
formal review by Buckeye prior to issuance of final written approval.  Depending on the scope of the 
project and its impact on Buckeye’s pipeline facilities, additional engineering requirements and 
protective measures may apply.  The following requirements are not only the policy of Buckeye, but 
comply with regulations set forth by the United States Department of Transportation, Safety 
Regulations, 49 CFR, Parts 192 and 195. 
 
We want to be a good neighbor, but to do so requires us to act responsibly in protecting our right-of-
way and preventing damage to the pipeline system.  While we want to make every effort to 
accommodate your desired use of your property, our responsibility for public safety is paramount.  
Through proper planning and communications, we can ensure the safety and integrity of our 
pipeline system and the welfare of our neighbors. 
 

The transmittal of this Specification does not constitute Buckeyeôs approval 
or permission for the Crossing Party to begin construction or work within or 
across the pipeline right-of-way.  Work may not commence until written 
authorization approving such work has been issued by Buckeye. 

 

1.0 General Guidelines 
 
1.1 The safety of the pipeline must be considered at all times.  No attempt to probe for or engage 

in any construction activities which might damage the pipeline is permitted. 
 
1.2 Before any preliminary field work or construction begins in the vicinity of Buckeye’s pipeline, a 

determination of the exact location and elevation of the pipeline must be made.  To coordinate 
this procedure, please contact our local Field Operations Manager at the Buckeye facility 
nearest to your proposed project (see Attachment 1 for a listing of Buckeye’s facilities and 
telephone numbers). 
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1.3 All proposed drawings/plans must be submitted to Buckeye's Right of Way Department for 
review to determine to what extent, if any, the pipeline or right-of-way will be affected by the 
proposed construction and/or development.  These drawings/plans must be prepared in strict 
compliance to Attachment 4, “Requirements for Submission of Design Plans”. 

 
1.4 When any construction activity is conducted in or around our pipeline right-of-way, Buckeye’s 

On-Site Inspector must be present at all times.  NO WORK SHALL TAKE PLACE WITHOUT 
A BUCKEYE ON-SITE INSPECTOR PRESENT.  For this free-of-charge service, contact our 
local Field Operations Manager at the Buckeye facility nearest to your proposed project. 

 
1.5 The Crossing Party shall contact Buckeye for re-marking of a pipeline if the existing markers 

are inadequate for any reason, including disturbance due to construction activities. 
 
 Note:  Federal law prohibits the removal of pipeline markers. 
 
1.6 The Crossing Party shall not burn trash, brush, or other items or substances within 50 feet of 

the pipeline. 
 
1.7 The Crossing Party shall not store any equipment or materials on the right-of-way. 
 
1.8 During routine or emergency maintenance on the pipeline, the cost to restore approved 

surface improvements (e.g., pavement, landscaping, sidewalks, etc.) shall be the responsibility 
of the Crossing Party. 

 
2.0 Excavation and Construction Restrictions 
 
2.1 Excavation operations shall be performed in accordance with appropriate State “One-Call” 

utility locating system requirements.  As a matter of State law, anyone undertaking excavation 
work is required to call three (3) working days before excavating in MA, MI, NJ, PA, and TN; 
two (2) working days in all other states (see Attachment 3 for State “One-Call” numbers). 

 
2.2 The Crossing Party will conduct “white-lining” of any proposed excavation areas.  Buckeye will 

erect temporary pipeline markers/flags (yellow) identifying the location of the pipeline within the 
work area, and will provide information on how to respond should the pipeline be damaged or 
a commodity release occur.  All personnel operating equipment over or around the pipeline 
must be made aware of its location and what to do if they make contact with the pipeline. 

 
2.3 When a Crossing Party excavates near Buckeye’s pipeline, a Buckeye Representative must 

locate the pipeline and determine the depth of cover before the Crossing Party begins 
excavation.  The Crossing Party shall not perform any excavation, crossing, backfilling, or 
construction operations until Buckeye’s On-Site Inspector has reviewed the proposed work on 
site and given approval for work to proceed.  Buckeye’s On-Site Inspector shall have full 
authority to stop the work if it is determined that the work is being performed in an unsafe 
manner. 

 
2.4 No equipment shall work directly over the pipeline.  The Crossing Party shall install temporary 

fencing along Buckeye’s right-of-way boundaries so that equipment will not inadvertently pass 
over the pipeline at locations other than those established for crossing (see Section 3.6). 

 
2.5 When excavating within the right-of-way, the Crossing Party’s backhoe shall have a plate 

welded over the teeth of the backhoe bucket, and the side cutters must be removed prior to 
excavation.  However, if within 24 inches of the outer edge of the pipe (this “tolerance zone” 
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extends on all sides of the pipe), only hand excavation, air cutting, and vacuum excavation are 
permitted. 

 
2.6 No excavations shall be made on land adjacent to the pipeline that will in any way impair, 

withdraw lateral support, cause subsidence, create the accumulation of water, or cause 
damage to the pipeline or right-of-way. 

 
2.7 The Crossing Party shall ensure all excavation work complies with OSHA’s excavation 

standards outlined in 29 CFR 1926 and correct any noncompliant excavation site before 
Buckeye’s On-Site Inspector or the Crossing Party enters the site to perform work. 

 
2.8 If conditions require, the Crossing Party shall be directed by Buckeye to install sand or cement 

bags or other suitable insulating materials to maintain proper vertical clearance from the 
pipeline. 

 
2.9 At any location where the pipeline is exposed, the Crossing Party shall provide Buckeye the 

opportunity to inspect the pipeline condition, install cathodic protection test leads, and/or install 
underground warning mesh. 

 
2.10 The maximum unsupported exposed length of pipe shall be 20 feet for 4-inch-diameter pipe, 

25 feet for 6-inch- to 10-inch-diameter pipe, and 35 feet for 12-inch- to 24-inch-diameter pipe.  
When required, the pipeline shall be supported with grout and sand bags or padded skids.  At 
no time shall the pipeline be used as a brace to support equipment or sheeting/shoring 
materials. 

 
Note:  The Crossing Party shall submit a support plan for Buckeye’s review and approval. 

 
2.11 No buried pipeline may be left exposed for any duration of time without concurrence of 

Buckeye’s On-Site Inspector. 
 
2.12 Backfill and compaction shall be performed to the satisfaction and in the presence of 

Buckeye’s On-Site Inspector.  At least 6 inches of fine, loose earth or sand with no sharp 
gravel, rock, hard clods, vegetation, or other debris shall be placed on all sides of any pipeline, 
and remaining backfill shall be placed so as not to disturb this padding material or damage the 
pipeline.  Backfill over the pipe shall be compacted by hand until 18 inches of cover is 
achieved.  The disturbed ground shall be compacted to the same degree of compaction of 
surrounding areas.  The Crossing Party shall restore the site to its original condition except for 
items that are part of the Buckeye approved change. 

 
3.0 Specific Guidelines 
 
3.1 Cover, Grading, and Drainage 
 

3.1.1 Cover and Grading: 
a. The existing cover over the pipeline shall not be modified without Buckeye’s written 

approval. 
b. The final grading shall net a minimum cover of 36 inches over the pipeline. 
c. In areas where buildings are proposed within 50 feet of the pipeline or due to other 

surface improvements and/or in areas determined by Buckeye, final grading shall 
net a minimum cover of 48 inches over the pipeline. 

d. The maximum allowable cover/soil shall not exceed six (6) feet without Buckeye’s 
written approval. 
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e. Use of vibratory equipment larger than walk-behind units is not permitted within 25 
feet of the pipeline. 

 
3.1.2 Drainage: 

a. Detention ponds, lakes, structures or any type of impoundment of water, temporary 
or permanent, are prohibited within the right-of-way. 

b. Culverts are not permitted within the right-of-way. 
c. Any modifications to an existing drainage pattern shall be designed such that the 

erosion of the pipeline cover is controlled. 
d. For streams, drainage channels, and ditches, a minimum of cover of 60 inches is 

required between the pipeline and the bottom of the drainage canal or ditch (see 
Section 3.3.1.f for road drainage ditches). 

 
3.2 Aboveground and Underground Structures 
 

3.2.1 General Requirements: 
a. Buildings or other structures, including, but without limitation, overhanging 

balconies, patios, decks, swimming pools, wells, walls, septic systems, propane 
tanks, transformer pads, or the storage of materials which creates an obstruction or 
prevents the inspection of the right-of-way by air or foot, shall not be erected within 
the right-of-way. 

b. The Crossing Party shall not develop or build retaining walls, drive piling or 
sheeting, or install an engineered structure that develops or controls overburden 
loads that will impact the pipeline (see Section 3.9). 

c. Deep foundations which include piers, caissons, drilled shafts, bored piles, and 
cast-in-situ piles located within 500 feet of the pipeline shall be installed/drilled 
using an auger. 

d. Occupied structures shall not be located within 50 feet of the pipeline unless a 
minimum cover of 48 inches is provided above the top of the pipeline. 

e. Any deviation for aboveground and underground structures will be reviewed by 
Buckeye on a case-by-case basis. 

 
3.2.2 Gardening and Landscaping: 

a. Trees or large shrubs and bushes are not permitted within the right-of-way. 
b. Flowerbeds, vegetable gardens, lawns, and low shrubbery not exceeding 30 inches 

are permitted within the right-of-way.  Buckeye is not responsible for replacing any 
plantings located within the right-of-way. 

 
3.2.3 Fences and Walls: 

a. All fence installations within the right-of-way will be reviewed for approval by 
Buckeye on a case-by-case basis. 

b. Fences that impede access to the right-of-way are not permitted without Buckeye’s 
written approval.  Upon Buckeye’s approval, fences shall be constructed with a 14-
foot gate or removable sections across the right-of-way. 

c. Fence posts shall not be installed within 5 feet of the pipeline and must be 
equidistant if crossing the pipeline. 

d. No fence shall cross the right-of-way at less than a 60-degree angle. 
e. Fences that run parallel to the pipeline shall be installed outside the right-of-way. 
f. Masonry, brick, or stone walls are not permitted on the right-of-way. 
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3.3 Roads, Driveways, Sidewalks, and Parking Areas 
 

3.3.1 General Requirements: 
a. Roads, driveways, sidewalks, or parking areas shall not be constructed across the 

right-of-way without Buckeye’s written approval.  Upon Buckeye’s approval, roads, 
driveways, and sidewalks shall cross perpendicular to the pipeline. 

b. The maximum allowable cover shall not exceed six (6) feet without Buckeye’s 
written approval. 

c. Use of vibratory equipment larger than walk-behind units is not permitted within 25 
feet of the pipeline. 

d. Roads or driveways shall not be installed longitudinally within the right-of-way. 
e. For roads and driveways, a minimum cover of 48 inches with a net cover of 36 

inches of undisturbed soil is required above the pipeline. 
f. A minimum cover of 36 inches over the pipeline is required at road drainage 

ditches.  Upon Buckeye’s approval, this cover can be reduced to 24 inches if ditch 
is rock/rip-rap lined and 12 inches if ditch is concrete lined. 

g. For asphalt parking lots and sidewalks, a minimum cover of 36 inches with a net 
cover of 24 inches of undisturbed soil is required above the pipeline.  Additional 
cover may be required by Buckeye based upon specific site conditions. 

 
3.4 Foreign Utility Crossings 
 

3.4.1 General Requirements: 
a. Utilities shall cross perpendicular to the pipeline. 
b. Utilities are required to cross beneath the pipeline with a minimum clearance of 24 

inches.  Exceptions to Buckeye’s clearance requirements for underground service 
entrances to single family dwellings will be reviewed on a case-by-case basis. 

c. Sand or select fill shall be placed between the pipeline and utility (see Section 2.8). 
d. Utilities installed parallel to the pipeline shall be reviewed by Buckeye on a case-

by-case basis.  If approved, the utility shall be no closer than 15 feet from the 
pipeline. 

e. Warning tape, in accordance with A.P.W.A. Uniform Color Code, shall be placed 
above utility, 12 inches below ground, for a distance of 25 feet on either side of 
crossing. 

f. Signage shall be placed at crossing as determined appropriate by Buckeye. 
g. Trenchless Excavations: 

[1] Utilities installed by a trenchless excavation method (directional drilling, jacking, 
slick boring, etc.) shall be reviewed by Buckeye on a case-by-case basis. 

[2] Buckeye reserves the right to select the method of crossing for the proposed 
utility. 

[3] A minimum clearance of 60 inches (5 feet) below the pipeline is required. 
[4] For directional drilling operations, a surface wire tracking system is required to 

verify the exact location of the drill head. 
[5] A 4 feet by 4 feet excavation window, 24 inches below the pipeline is required 

for visual inspection of the pipeline to ensure the drill (or bore) does not impact 
the pipeline. 

[6] Blind boring is not permitted within Buckeye’s right-of-way. 
 

3.4.2 Metallic Utilities: 
a. Bonds and test leads shall be installed at the expense of and by the Crossing Party 

where Buckeye deems necessary. 
b. Utilities shall be coated with a non-conductive coating for a distance of 50 feet on 

either side of the pipeline crossing. 
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c. Ductile water pipe shall include nitrile gaskets within 50 feet of the pipeline crossing 
or anywhere within 25 feet of horizontal offset locations. 

 
3.4.3 Non-Metallic Utilities: 

a. Utilities shall be wrapped with tracer wire within the width of the right-of-way. 
b. Natural gas (or other industrial gases) lines shall be encased in a 6-inch envelope 

of yellow 2,000 psi concrete across the right-of-way. 
c. PVC water pipe shall include nitrile gaskets within 50 feet of the pipeline crossing or 

anywhere within 25 feet of horizontal offset locations. 
 
3.5 Electrical, Fiber-Optic, and Communications Cables 
 

3.5.1 General Requirements: 
a. Cables shall cross perpendicular to the pipeline. 
b. Cables installed parallel to the pipeline shall be reviewed by Buckeye on a case-by-

case basis.  If approved, the cable shall be no closer than 15 feet from the pipeline. 
c. Splice boxes, service risers, energized equipment, etc., are not permitted within the 

right-of-way. 
 

3.5.2 Buried Cables: 
a. Cables are required to cross beneath the pipeline with a minimum clearance of 24 

inches.  Exceptions to Buckeye’s clearance requirements for underground service 
entrances to single family dwellings will be reviewed on a case-by-case basis. 

b. Sand or select fill shall be placed between the pipeline and cable (see Section 2.8). 
c. All cables shall be installed in Schedule 80 PVC pipe and encased in a 6-inch 

envelope of red 2,000 psi concrete (orange for fiber) across the right-of-way. 
d. Warning tape, in accordance with A.P.W.A. Uniform Color Code, shall be placed 

above the utility, 12 inches below ground, for a distance of 25 feet on either side of 
the crossing. 

e. Signage for the crossing shall be placed as determined appropriate by Buckeye. 
f. Trenchless Excavations: 

[1] Utilities installed by a trenchless excavation method (directional drilling, jacking, 
slick boring, etc.) shall be reviewed by Buckeye on a case-by-case basis. 

[2] Buckeye reserves the right to select the method of crossing for the proposed 
utility. 

[3] A minimum clearance of 60 inches (5 feet) below the pipeline is required. 
[4] For directional drilling operations, a surface wire tracking system is required to 

verify the exact location of the drill head. 
[5] A 4 feet by 4 feet excavation window, 24 inches below the pipeline is required 

for visual inspection of the pipeline to ensure the drill (or bore) does not impact 
the pipeline. 

[6] Blind boring is not permitted within Buckeye’s right-of-way. 
 

3.5.3 Aboveground Cables: 
a. A minimum of 20 feet of above-grade clearance for a distance of 25 feet on each 

side of the pipeline is required. 
b. Mechanical supports and service drops including poles, towers, guy wires, ground 

rods, anchors, etc., are not permitted within 25 feet of the pipeline. 
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3.6 Temporary Access Roads and Heavy/Construction Vehicle Crossings 
 

3.6.1 General Requirements: 
a. Trucks carrying a maximum axle load up to 15,000 pounds may cross the right-of-

way after Buckeye has confirmed a minimum cover of 48 inches over the pipeline. 
b. For all other cases, earthen ramps (see Attachment 6), swamp mats, reinforced-

concrete slabs (see Attachment 5), or steel plates may be required.  Loading 
conditions and protection measures will be evaluated and dictated by Buckeye’s 
Engineering Department. 

c. During the use of an approved temporary construction road, Buckeye may require 
that the Crossing Party provide additional protective measures deemed necessary 
to prevent damage to the pipeline. 

d. Buckeye will limit the number of temporary construction roads constructed by the 
Crossing Party. 

 
3.7 Railroad Crossings 
 

3.7.1 General Requirements: 
a. A minimum clearance of 72 inches is required between railroad tracks and the 

pipeline. 
b. A minimum cover of 36 inches is required between the bottom of drainage ditches 

on either side of a railroad and the pipeline. 
c. For railroad main lines, the pipeline crossing must comply with local railroad 

guidelines that delineate the requirements for carrier pipe, casing pipe, and 
clearances.  Buckeye shall be consulted for the review of any State submittals. 

d. For private spur crossings, Buckeye will determine the railroad entity having 
jurisdictional authority to dictate crossing requirements. 

 
3.8 Farming and Field Tile 
 

3.8.1 General Requirements: 
a. Field tile running parallel to the pipeline shall be spaced 10 feet from the centerline 

of the pipeline. 
b. Field tile shall cross the pipeline perpendicularly with a clearance of 12 inches 

above or below the pipeline. 
c. Buckeye will approve the total number of crossings of the pipeline on a case-by-

case basis. 
d. Deep plowing or “ripping” operations shall be approved by and coordinated with 

Buckeye. 
 
3.9 Construction-Induced Vibrations 
 

3.9.1 General Requirements: 
a. Construction activities that generate ground vibrations, including, but without 

limitation, pile driving, sheet driving, soil compaction work, jackhammering, or 
ramming, shall be reviewed by Buckeye on a case-by-case basis. 

b. If the Crossing Party anticipates such an activity within 300 feet of the pipeline, then 
continuous testing monitored by a seismograph located directly over the pipeline at 
its closest point to the activity must be conducted.  The Crossing Party shall 
provide, at their expense, the monitoring service which must be approved by 
Buckeye. 
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c. The particle velocity of any one component of a three-component seismograph 
must not exceed 2.0 inches per second as recorded on the seismograph placed 
directly over the pipeline. 

 
3.10 Blasting Operations 
 

3.10.1 Blasting within 500 feet of the pipeline right-of-way: 
a. The Crossing Party must submit a blast plan to Buckeye for review and approval.  

Verbal and written notice will be given 14 and 21 days respectively. 
b. Blasting plans must include the following information: 
 

 Dates blasting to occur 

 Explosives type 

 Maximum shot hole depth and 
diameter 

 Number of holes and spacing 

 Delay pattern 

 Delay types and intervals 

 Depth of overburden 

 Depth of blast area 

 Maximum charge per hole, per 
delay 

 Show drilling/blasting pattern 
plan and profile in relation to 
Buckeye facilities 

 Calculated radiant peak particle 
velocity (PPV) at varying 
distances from the pipeline and 
at the pipeline itself 

 State permit (copy) 

 Blasting contractor qualifications 
and insurance certificate (copy) 

 Blasting Safety Plan (copy) 

 
The Crossing Party shall complete Attachment 7, “Blasting Plan Submission Form”, 
and include this form with their submission to Buckeye. 

 
c. The Crossing Party shall make arrangements for a Buckeye On-site Inspector to be 

present to witness the blasting operation. 
 

3.10.2 Blasting within 300 feet of the pipeline right-of-way: 
(Adds to or replaces items in Section 3.10.1) 

a. Blasting shall be monitored by a seismograph located directly over the pipeline at 
its closest point to the blast hole(s).  The Crossing Party shall provide, at their 
expense, the monitoring service which must be approved by Buckeye. 

b. The particle velocity of any one component of a three-component seismograph 
must not exceed 2.0 inches per second as recorded on the seismograph placed on 
the ground directly over the pipeline. 

c. For blast testing, an initial test blast using a maximum charge of one pound shall be 
performed.  The Crossing party shall detonate the first test blast with all necessary 
monitoring equipment in place to observe the results of the proposed blast design.  
Each subsequent test blast may be set and detonated only after the seismograph 
reading from the previous test blast indicates that further blasting can be safely 
conducted. 

d. Routine production blasting may be initiated after completion of a successful test 
blast, with allowable charge based on the seismographic vibration recordings of test 
blasts.  However, all blasting must be continuously monitored by a seismograph.  
The velocity recorded must not exceed the 2.0 inches per second limit noted above. 
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3.10.3 Blasting within 50 feet of the pipeline right-of-way: 
(Adds to or replaces items in Section 3.10.2) 

a. The Crossing Party shall hire a consulting firm that specializes in underground 
blasting to conduct the seismograph survey and certify the results. 

b. Buckeye will approve the Crossing Party’s selection of consulting firms that will 
conduct the seismographic surveys before starting any blasting operation. 

 
3.10.4 Special Requirements: 

a. For multiple-delay blasting, the Crossing Party shall begin the blasting sequence at 
the charge closest to the pipeline and progress away from the pipeline. 

b. If seismographic readings above the limit stated in item 3.10.2.d of this section are 
recorded, the pipeline must be exposed and inspected for possible damage and/or 
product release.  The Crossing Party conducting blasting operations is responsible 
for all expenses related to the exposure and any subsequent repairs necessitated 
by the operation. 

c. At Buckeye’s request, the Crossing Party shall install sheet piling, open trench 
channels, and/or matting to protect the pipeline during blasting operations. 

 
3.11 Seismic Vibrating Operations 
 

3.11.1 Seismic vibrating within 500 feet of the pipeline right-of-way: 
a. The Crossing Party must submit a seismic vibrating plan to Buckeye for review and 

approval.  Verbal and written notice will be given 14 and 21 days respectively. 
b. Seismic vibrating plans, when using Vibroseis System Vibrators to radiate ground 

vibrations, must include information on soil conditions and depth of exploration, the 
anticipated number and type of vibrations, type and weight of vehicle, and peak 
force of equipment. 

c. The peak force by vehicle weight shall not exceed 45,000 pounds. 
d. The Crossing Party shall also make arrangements for a Buckeye On-Site Inspector 

to be present to witness the seismic vibrating operation. 
 

3.11.2 Seismic vibrating within 100 feet of the pipeline right-of-way: 
a. Vibration shall be monitored by a seismograph located directly over the pipeline at 

its closest point to the vibrator(s).  The Crossing Party shall provide, at their 
expense, the monitoring service which must be approved by Buckeye. 

b. The Crossing party shall determine and limit the maximum peak force allowed 
under continuous seismographic vibration monitoring such that the peak particle 
velocity will not exceed 2.0 inches per second. 

c. Seismic vibration surveys shall not be conducted closer than 100 feet to the 
pipeline. 

 
3.11.3 Special Requirements: 

a. If seismographic readings above the limit stated in item 3.11.2.b of this section are 
recorded, the pipeline must be exposed and inspected for possible damage and/or 
product release.  The Crossing Party conducting seismic vibrating operations is 
responsible for all expenses related to the exposure and any subsequent repairs 
necessitated by the operation. 

b. At Buckeye’s request, the Crossing Party shall install sheet piling and/or open 
trench channels to protect the pipeline during seismic vibrating operations. 
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4.0 Deviations and Exceptions 
 
4.1 When and where special circumstances dictate, deviation from these requirements must be 

formally approved by Buckeye in writing prior to commencement of any excavation or other 
construction activity that may impact the pipeline.  Any such deviations must be explained and 
documented and provided to Buckeye for review and approval. 

 
5.0 Additional Information and Buckeye Contacts 
 
5.1 Should you have any questions regarding pipeline rights-of-way or your specific easement, 

contact Buckeye’s Right of Way Department at the applicable phone number listed in 
Attachment 2. 

 
5.2 Should you have any questions regarding Buckeye’s engineering requirements, contact 

Buckeye’s Design Reviewer at the phone number also listed in Attachment 2. 
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Attachment 1:  Buckeye Facility Locations and Phone Numbers 

 

California San Diego 
Reno 

(714) 269-9028 
(760) 802-1535 

Connecticut & Massachusetts East Hartford (860) 289-3331 

Florida Port Everglades (954) 522-8464 

Illinois Argo (708) 563-6312 

Lemont (630) 257-3742 

Indiana East Chicago (219) 397-3656 

Huntington (260) 356-5802 

Louisiana Liberty (TX) (936) 336-5773 

Michigan Wayne (734) 721-8834 

Missouri & Kentucky St. Louis (314) 231-2000 

New Jersey Linden (908) 947-5301 

New York Auburn (315) 253-5395 

New York City (718) 656-5746 

Ohio Lima (419) 229-0166 

Mantua (330) 274-2234 

Toledo (419) 698-8190 
(419) 698-8770 

Pennsylvania Boothwyn (610) 459-3441 

Coraopolis (412) 264-7432 

Duncansville (814) 695-4852 

Mechanicsburg (717) 766-7633 

Macungie (484) 232-4218 

Tennessee Memphis (901) 395-0122 

Texas Liberty (936) 336-5773 

Wisconsin Northeast (708) 563-6312 

West (815) 964-3727 
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Attachment 2:  Right of Way Contacts 
 
 

Name Responsibility Phone / Address / Email 

Colleen Ford Manager, Right of Way, 
Permits & One Call 

(610) 904-4409 
 
5 TEK Park, 9999 Hamilton Blvd. 
Breinigsville, PA 18031 
CFord@buckeye.com 

Kevin Docherty Right of Way Agent 
Eastern District: 
Northeastern Pennsylvania,  New 
York State, New York City, New 
Jersey, Connecticut, 
Massachusetts 

(484) 232-4482 
 
P.O. Box 368 
Emmaus, PA 18049 
KDocherty@buckeye.com 

Aaron Jewell Right of Way Agent 
Central District: 
Eastern Ohio, Pennsylvania 
(except Northeastern 
Pennsylvania) 

(412) 812-5228 
 
469 Moon Clinton Road 
Coraopolis, PA 15108 
AJewell@buckeye.com 

Marty White Right of Way Agent 
West/Central District: 
Michigan, Ohio (except for Eastern 
Ohio), Indiana (except for 
Northwestern Indiana) 

(419) 993-8008 
940 Buckeye Road 
P. O. Box 90 
Lima, OH 45804 
MWhite@buckeye.com 

Michael Norris Right of Way Agent 
West District: 
Illinois, Northwestern Indiana, 
Wisconsin, Missouri 

(219) 397-3656 EX.2118 
 
3823 Indianapolis Blvd. 
East Chicago, IN 46312 
MRNorris@buckeye.com 

Karen McMillin Right of Way Supervisor 
Gulf Coast District: 
Texas, Louisiana, Tennessee, 
California, Nevada, Florida 

(832) 615-8619 
 
One Greenway Plaza, Suite 600 
Houston, Texas 77046 
KMcMillin@buckeye.com 

Teriann Foley Right of Way Specialist 
Easements and Records 

(610) 904-4418 
 
5 TEK Park, 9999 Hamilton Blvd. 
Breinigsville, PA 18031 
TFoley@buckeye.com 

JoMarie Jenkins Right of Way Agent 
Design Reviewer 

(610) 904-4138 
 
5 TEK Park, 9999 Hamilton Blvd. 
Breinigsville, PA  18031 
JJenkins@buckeye.com 

mailto:RHaase@buckeye.com
mailto:KDocherty@buckeye.com
mailto:AJewell@buckeye.com
mailto:MWhite@buckeye.com
mailto:MRNorris@buckeye.com
mailto:KMcMillin@buckeye.com
mailto:TFoley@buckeye.com
mailto:JJenkins@buckeye.com


Revision 2 14 of 20 4/2010 

Attachment 3:  State One Call Systems (National One Call System - Dial 811) 
 

State  One Call Program  Phone No.  Website  

California  ð North  

 

 

                  -South 

USA North of Central / Northern 
California & Nevada 
 
Dig Alert & Underground Service 
Alert South 

(800) 227-2600 
 
 
(800) 422-4133 

www.usanorth.org 
 
 
www.digalert.org 
 

Connecticut  Call Before You Dig (800) 922-4455 www.cbyd.com 
 

Florida  Sunshine State One Call (800) 432-4770 www.callsunshine.com 

Illinois  & Chicago  Julie, Inc  
Chicago Digger 

(800) 892-0123 
(312)744-7000 

www.illinois1call.com 
www.cityofchicago.org/transportati
on 

Indiana  Underground Plant Protection 
Service 

(800) 382-5544 www.iupps.org 

Louisiana  Louisiana One Call System, Inc. (800) 272-3020 www.laonecall.com 

Massachusetts  Dig Safe System Inc. (888) 344-7233 
 

www.digsafe.com 

Michigan  MISS Dig System, Inc.  (800) 482-7171 www.missdig.net 

Missouri  Missouri One Call System, Inc. (800) 344-7483 www.mo1call.com 

Nevada  USA North of Central / Northern 
California & Nevada 

(800) 227-2600 www.usanorth.org 

New Jersey  New Jersey One Call (800) 272-1000 www.nj1-call.org 

New York  Dig Safely New York (800) 962-7962 www.digsafelynewyork.com 

New York City & Long 

Island  

DigNet of New York City & Long 
Island 

(800) 272-4480 www.nyclionecall.com 

Ohio  Ohio Utilities Protection Service  (800) 362-2764 www.oups.org 

Pennsylvania  Pennsylvania One Call System, Inc. (800) 242-1776 www.pa1call.org 

Tennessee Tennessee One Call System (800) 351-1111 www.tnonecall.com 

Texas Texas Excavation Safety System (800) 344-8377 
 

www.digtess.org 

Wisconsin  Wisconsin Diggers Hotline (800) 242-8511  www.diggershotline.com 

http://www.cbyd.com/
http://www.callsunshine.com/
http://www.illinois1call.com/
http://www.cityofchicago.org/transportation
http://www.cityofchicago.org/transportation
http://www.iupps.org/
http://www.digsafe.com/
http://www.missdig.net/
http://www.mo1call.com/
http://www.usanorth.org/
http://www.nj1-call.org/
http://www.digsafelynewyork.com/
http://www.nyclionecall.com/
http://www.oups.org/
http://www.pa1call.org/
http://www.tnonecall.com/
http://www.digtess.org/
http://www.diggershotline.com/
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Attachment 4: 
 

Requirements for Submission of Design Plans 
Buckeye Partners, L.P. and Affiliates 

 
 
1. Contact Buckeye's local Field Operations Manager to arrange for a field determination 

by probe hole(s) of the vertical and horizontal locations of the pipeline(s).  Arrange for 
your Surveyor to meet with Buckeye's Field Representative on-site in order to record 
this information for incorporation into your design plans.  This locating service can be 
scheduled by contacting the Buckeye facility near your location (see Attachment 1).   

 
Note: At Buckeye’s request, you will be required to provide excavation equipment (at 

your expense) in order to assist Buckeye’s Field Representative in accurately 
locating the pipeline. 

 
2. The location of each probe hole along with the corresponding depth of the pipeline(s) 
shall be recorded by your Surveyor.  Buckeye’s local Field Representative will consider 
site conditions and pipeline(s) location to determine the number of and distance 
between probe holes.  As a minimum, the pipeline(s) shall be located at each proposed 
road or utility crossing, drainage channel or ditch, and other areas of proposed grade 
change within the pipeline right-of-way. 

 
3. Using the probe hole data, accurately show Buckeye's pipeline(s) on your design plans.  

Include all reference and location information for each probe hole on your design plan, 
including the date and name of Buckeye’s Field Representative who performed the field 
work. 

 
4. The pipeline and probe hole data must be shown on individual drawings depicting the 

existing site conditions and the proposed site conditions.  Highlight the pipeline(s) in 
yellow.  In your plan transmittal letter, identify/list all of the drawing sheets that show the 
pipeline(s). 

 
5. Buckeye’s pipeline shall be indicated on all applicable plan sheets by pipe diameter and 
labeled, “High Pressure Petroleum Products Pipeline”. 

 
6. Add Buckeye to the Utilities List and include the Buckeye ROW Agent’s name and 

phone number on the plans. 
 
7. Indicate the following information on your design plans: [1] ground disturbances 

(blasting, seismic testing, pile driving, jackhammering, etc.) within 1,500 feet of the 
pipeline(s); [2] proposed location(s) where construction equipment will cross the pipeline 
right-of-way; [3] structure setback distances from the pipeline right-of-way; [4] proposed 
landscaping within 25 feet of either side of the pipeline(s); and [5] any permanent 
fencing that will limit/encumber Buckeye's access to the pipeline right-of-way. 
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8. If the drainage pattern of the existing site will be altered in any way that impacts the 
pipeline right-of-way because of your project, submit a drainage plan that specifically 
identifies new flow paths and all inlet/outfall/collection points. 

 
9. Include/incorporate Buckeye's Right-of-Way Use Restrictions specifications (attached 

hereto) as a part of your final design plans.  This can be done by adding a drawing 
sheet to your plans and appending (cut and paste) the Specification onto this sheet. 

 
10. For property improvements that involve grade/pavement alterations, road work (new 

construction or improvements of existing), utility crossings (buried and overhead), or 
other subsurface or on-surface structure installations within Buckeye's right-of-way: 
 
a. Prepare a separate plan and profile drawing of Buckeye's pipeline(s) for the existing 

and the proposed conditions for your project. 
 
b. Include subgrade details that show materials and the thickness of each layer/course. 
 
c. Indicate the amount of existing cover that will be removed from the pipeline(s).  

Indicate the amount of cover that will be added over the pipeline(s).  Indicate the 
proposed finished/final grade amount of cover over the pipeline(s). 

 
d. Show the clearances between Buckeye's pipeline(s) and any existing and new 

buried or overhead utilities that cross the pipeline right-of-way. 
 
e. Show the clearances between Buckeye's pipeline(s) and each proposed 

substructure at the two closest reference points. 
 
f. For any utility to be installed via boring, drilling, or tunneling, include a detailed 

procedure of this work with your design plans.  Note:  “Blind” boring is not permitted.  
Buckeye’s pipeline(s) must be exposed during the bore operation to ensure that the 
bore head crosses safely underneath the pipeline(s). 

 
g. Indicate any areas of disturbance or other work that will require Buckeye's 

pipeline(s) to be exposed in order to perform your work. 
 
11. Complete the following “Design Plans Submission Checklist”, sign, date, and include 

with your design plans submittal.  Mail three full sized sets of design plans to JoMarie 
Jenkins, Right of Way Agent (see Attachment 2). 
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DESIGN PLANS 

SUBMISSION CHECKLIST 

 

    Project Name :  _________ _______________ _______________________ __________  

Project Location :  ___________ ____________________________________ __________  

       * Latitude :  _ _____________ ______    * Longitude:   ________ _________ ___ 

Developer õs Name:  ____________________________ ___________________ __________  

         Address :  _______________________________________________ __________  

 

Our project involves the following impacts  to Buckeyeõs facilities :  

Ǐ Cover, grading, and drainage pattern changes  

Ǐ Aboveground and/or underground structures  

Ǐ Road, dr iveway, sidewalks, and parking areas  

Ǐ Utility crossings including gas, water (steam), sewer (storm & sanitary)  

Ǐ Electrical, fiber - optic, and communications cables  

Ǐ Temporary access roads for the crossing of heavy/construction equipment  

Ǐ Railroad crossi ngs  

Ǐ Farming and field tile  

Ǐ Construction - induced vibrations  

Ǐ Blasting operations  (attach BLASTING PLAN)  

Ǐ Seismic vibrating operations  (attach SEISMIC VIBRATING PLAN )  

Ǐ Exposure of the pipeline  (attach SUPPORT PLAN)  

Ǐ Boring, drillin g, or tunneling nea r the pipeline (attach DRILL PLAN )  

Ǐ Other :  _________________________________________________________________  

 
 

Buckeye pipe line location performed by :  

 

__________________________________  

      Name of Buckeye Employee  

 

  ______/______/ _____ ____  

Date of Pi peline Locati ng Activity  
 

*Attach a copy of the field data provided by Buckeyeõs Representative*  

 

Signature :  _____________________________ _____ __ 

PRINT NAME:  _____________________________ _______  

Ti tle :   ______________________________ _____ _ 

Email :   ____ __________________________ _____ _ 

Date :   ____________________________________  

OMMISSION OF ANY INFORMATION REQUESTED ABOVE WILL DELAY YOUR DESIGN PLAN REVIEW 
Buckeye requires a minimum of 60 days for technical review upon receipt of complete and accurate design plans 

BUCKEYE PIPE LINE COMPANYBUCKEYE PIPE LINE COMPANY
 

OFFICIAL USE  ONLY  

 
DATE RECôD: ____________________ 

REVIEW NO.: ____________________ 

SYSTEM NO.: ____________________ 

ATLAS PAGE: ____________________ 

R/W NO.: ____________________ 

___APPROVE      ___REJECT  
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Attachment 5:  Reinforced-Concrete Slab Detail 
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Attachment 6:  Earthen Ramp Detail 
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Attachment 7:  Blasting Plan Submission Form 

INFORMATION SECTION 
    Blasting Contractor - 

Company Name: ______________________________ 

              Phone: ______________________________ 

 Email Address: ______________________________ 

Contact Person: ______________________________ 

    Contracted by - 

Company Name: ______________________________ 

            Address: ______________________________ 

 ______________________________ 

Contact Person: ______________________________ 

 

Project Name: ________________________________________________________________ 

         Address: ________________________________________________________________ 

        *Latitude: ___________________________ 

     *Longitude: ___________________________ 

Location and Distance (in feet) to Nearest Buckeye Pipeline:   __________________________________________ 

____________________________________________________________________________________________ 

Date of Blasting: ___________________________ 

 

EXPLOSIVES SECTION 
 
Type of Explosives: _____________________________________________ 

Max. Charge / Hole (lbs): ___________________________ 

Charge Delay (ms): ___________________________ 

Charge Weight / Delay (lbs): ___________________________ 

Max. Depth of Charge (ft): ___________________________ 

Max. Diameter of Charge (in): ___________________________ 

 

Depth of Blast Area (ft): ________________ 

Depth of Overburden (ft): ________________ 

Type of Rock to be Blasted: ________________ 

Density of Rock (lbs/cu-ft): ________________ 

Calculated Particle Velocity at a point - 

300 feet from pipeline (in/sec): ________________ 

200 feet from pipeline (in/sec): ________________ 

100 feet from pipeline (in/sec): ________________ 

Directly above pipeline (in/sec): ________________ 

 

ATTACHMENT CHECKLIST 
Ǐ Drilling/Blasting Pattern Sketch - include all depths, measurements, and delay patterns relative to Buckeye facility 

involved and each charge. 

Ǐ State Approval Letter 

Ǐ Blasting Contractorôs Qualifications 

Ǐ Blasting Contractorôs Insurance Certificate 

Ǐ Blasting Contractorôs Safety Plan 

 

OMMISSION OF ANY INFORMATION REQUESTED ABOVE WILL DELAY YOUR BLASTING PLAN REVIEW 
Buckeye requires a minimum of 14 days for technical review upon receipt of complete and accurate blasting plans 

 


